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HYDRAULIC SYSTEM
Main Pump Type Fixed gear

Main Pump Displacement 100 cc/rev

Max. Flow Rate 215 l/min
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ENGINE
Model Weichai WD10G220E23 (Tier 2)

Rated Power (SAE J1999 Gross) 162 kW @220 psA @ 2,000 rpm

Max. Torque (SAE J1999 Gross) 980 N.m @ 1,300~1,500 rpm

Number of cylinders/bores/strokes 6 / 126 mm / 130 mm

Displacement 9.7 L 

Fuel Consumption ≤215g/kW.h

TRANSMISSION
Type Single-style, two-phase, Four element, dual turbine

Torque Converter Stall Ratio/Size 4.1 / 315 mm

GENERAL SPECIFICATIONS
Operating Weight 16.5 ton

Bucket Capacity (SAE HEAPED) 2.7 m3

Payload 5,000 kg

Travel Speed (low/high) 12.2 / 38 km/h

Static Tipping Load (straight) 10,600 kg

System Pressure (Work/Steer) 170 / 160 kg/cm2 

Sound Level in CAB :2???/1=/EC> 84.6 dB @AA

External Sound Power Level :2???/1=/EC>  112 dB @AA

Fuel Tank Capacity 260 Litre 

Tire Size 23.5 E 25 E 16 PR
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ITEMS UNIT STD. OPT 1 OPT 2 OPT 3

Operating Weight ton  16.5  16.6  16.55  16.75 

Bucket Capacity (SAE HEAPED) m3 2.7 2.7 3.0 4.0

Arm STD. LONG STD. STD.

Breakout Force kN 164 152 164 131

Overall Length A mm  7,780  8,024  7,780  7,810 

Overall Width W1 mm  2,992  2,992  2,992 3,092

Overall Height D mm  3,470  3,470  3,470  3,470 

Ground Clearance C mm  480  480  480  480 

Wheel Base B mm  2,900  2,900  2,900  2,900 

Tread W2 mm  2,174  2,174  2,174  2,174 

Working 
Range

Dump Height at 45° (with tooth) F mm  3,027  3,309 3,027  2,960 

Dump Reach at 45° (with tooth) E mm  1,338  1,325  1,330  1,310 

Max. Dump Angle (fully raised) a2 degree (°)  48  48  48  48 

Max. Tilt Angle (on ground) a1 degree (°)  45  45  45  45 

Max. Tilt Angle (fully raised) degree (°)  60 60 60 60

Max. Tilt Angle (at carry) degree (°)  50 50 50 50 

Height at bucket pivot point H mm  4,100  4,375  4,100  4,100 

Digging Depth (0° level) degree (°)  94  94  94  64 

Max. Steering Angle a3 degree (°)  38 38 38 38

Turning Radius (tire center) mm  6,015  6,015  6,015  6,015 

External radius at bucket edge R mm  6,680 

Gradeability % @°A  58 @30A 
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